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1. All construction shall conform to the Uniform Standard Specifications for Public Works
Construction, Offsite Improvements, Clark County Area, Nevada, 1986, and the
Uniform Standard Drawings for Public Works Construction, Offsite Improvements,
Clark County Area, Nevada, 1988 (revised 10/14/04).

2. Application for inspection by the City of Henderson Public Works shall be made by the
contractor at least 24 hours before the inspection services will be required, 267-3144.

3. Work in public streets, once begun, shall be prosecuted to completion without delay so
as to provide minimum inconvenience to adjacent property owners and to the traveling
public.

4. The contractor shall take all necessary and proper precautions to protect adjacent
properties from any and all damage that may occur from storm water runoff and/or
deposition of debris resulting from any and all work in connection with subdivision
construction.

5. Prior to final acceptance, bond releases, and a Certificate of Occupancy, a certified
legible as-built drawing must be submitted to the City of Henderson. As-built must
show all changes and actual field locations. In the absence of changes, a copy of
approved drawings will be required stating "Installed as per drawings" and certified as
such by the developer's engineer.

6. Approval of these plans is for the construction of offsite improvements only. All onsite
improvements, including block walls, must be approved by the City of Henderson
Building Department and Community Development Department.

7. Contractor shall provide all necessary horizontal and vertical transition between new
construction and existing surfaces to provide for proper drainage and of ingress and
egress to said construction. The extent of transitions is to be determined by the City
Engineer.

8. Existing utilities are located on plans for the convenience of the contractor only. The
contractor shall bear full responsibility for the protection of utilities and the engineer
bears no responsibility for utilities not shown on the plans or not in the location shown
on the plans. This includes all service laterals of any kind.
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9. Power poles and/or other existing facilities not in proper location based on proposed
improvements shown hereon will be relocated at no expense to the City of Henderson.

10. Wheelchair ramps shall be constructed in each quadrant of an intersection per
standard Drawing No. 235. Exact location of ramps shall be determined in the field by
a City Inspector, or as shown on plan.

11. Curb and gutter with a grade of less than five-tenths of one percent shall be
constructed by forming. Each joint shall be checked for grade prior to construction and
water tested as soon as possible after construction.

12. All grading shall conform to the soils report:
Engineer______________________________________________
Date _________________________________________________
Job Number ___________________________________________

13. Earthwork shall be performed in accordance with the preliminary geotechnical report.

14. All street structural sections shall be per the recommendations of the soils engineer.
Based on CBR or R-Values. No paving or base work shall commence until a street
structural section is approved by the City Engineer, City of Henderson.

15. Before any work is started in the right-of-way, the contractor shall install all advance-
warning signs for the construction zone. The contractor shall install temporary stop
signs at all new street encroachments into existing public streets immediately after the
first grading work is accomplished and shall maintain said signs until permanent signs
are installed. All construction signing, barricading, and traffic delineation shall conform
to the "Nevada Traffic Control Manual" - current edition and to the "Manual of Uniform
Traffic Control Devices" - current edition and be approved by the City of Henderson
before construction begins.

16. Where existing pavement is cut to install utility service lines, backfill and pavement
replacement shall be done per Clark County Area Standard Drawings 502, 503, 504
and sections 206, 207, and 208 of the Uniform Standard Specifications for Public
Works’ Construction Off-Site Improvements, third edition.

17. All stationing is referenced to centerline.

18. Exact location of all sawcut lines shall be determined in the field by a City of
Henderson Public Works Inspector.

19. Protection and replacement of survey monuments or property stakes not delineated on
the contract drawings shall be the contractor's responsibility. Replacement of survey
monuments or property stakes shall be done to the City of Henderson Survey
Division’s satisfaction.
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20. Affected utility companies shall be notified at least two (2) working days prior to
commencement of construction.

21. Call before you dig, 1-800-227-2600.

22. Modifications to existing utilities shall conform to the owner's utility standards and
specifications.

23. The contractor shall take reasonable measures to protect existing improvements from
damage and all such improvements damaged by the contractor's operation shall be
repaired or reconstructed to the engineer's satisfaction at the expense of the
contractor.

24. City approval of the improvement plans is granted for one (1) year only. Plans must
be resubmitted for review and approval to the Department of Public Works, City of
Henderson, if work is not completed by _________________________, 20___.

25. All offsite and onsite water and sewer facilities up to within 5 feet of buildings shall be
constructed to Public Works standards.

26. If sewer or water lines within the public utility easements require repairs, all such
repairs will be done in accordance with the City of Henderson’s Utility Department
Standards. Curbs and gutters and special paving repairs shall be the responsibility of
the Homeowner's Association.

27. If signs are present on this construction site, please contact the Sign Company listed
on the sign 24 hours prior to commencing construction in the sign’s location. City
owned and City sponsored signs (Kiosks) shall be removed and replaced following
construction in their original location in like-new condition at construction contractor’s
expense. Any contractor having to remove a sign, which was damaged prior to the
contractor occupying the site, shall arrange for verification of the sign’s condition by a
City inspector prior to removal. All signs not previously verified by a City inspector shall
be assumed to be in like-new condition prior to removal.

28. The engineer should contact the Nevada Division of Environmental Protection (NDEP)
to obtain a National Pollutant Discharge Elimination System (NPDES) permit prior to
construction. All construction projects one acre or larger must apply for the permit
through the NDEP. All questions regarding the NPDES permit requirements should be
directed to the NDEP (775) 687-9429.


